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SEE DETAIL A
e ¥ HMA SURFACE COURSE, MIX “D”, NT0O 2 SEE DETAIL A
AGGREGATE BASE COURSE, HMA SURFACE COURSE, MIX D", N70 2
TYPE B 4" . AGGREGATE BASE COURSE,
HMA BASE COURSE 6 1/4 HMA BASE COURSE 6 1,47 ACoRECAL
(TWO LIFTS WITH TOP LIFT 2 1/2) (TWO LIFTS WITH TOP LIFT 2 1/2
HOT-MIX ASPHALT MIXTURE REQUIREMENTS CHART
PAY LIMITS FOR HMA BASE AGGREGATE BASE COURSE, TYPE B 47
COURSE 6 174" ~-HMA BASE COURSE 6 1/4” PERCENT
SLOPE 1:1 MAX OPERATIONS MIXTURE TYPE AIR VOIDS
AGGREGATE SHOULDER, e B
TYPE B B” /—l'HMA SURFACE COURSE, MIX ‘D", N70 2 HOT-NIX ASPHALT SURFACE o 0 ovm
4 COURSE, MIX "D, N70 (IL-9.5MM) :
SHOULDER RECONSTRUCTION
/ HOT-MIX ASPHALT BASE COURSE, 6 1/4” 47 @ 70 GYR
~ ~ (HMA BINDER IL-19MM)
- THE UNIT WEIGHT USED TO CALCULATE ALL HMA SURFACE
6" 2 MIXTURE QUANTITIES IS 112 LBS/SQ YD/IN.
DETAIL A 7

THE “AC TYPE" FOR POLYMERIZED HMA MIXES SHALL BE ""SBS/SBR PG 70-22* AND FOR
NON-POLYMERIZED HMA THE “AC TYPE” SHALL BE ""PG ©64-22" UNLESS MODIFIED BY

NOTE:
DISTRICT ONE SPECIAL PROVISIONS
ANY FILL NECESSARY UNDER THE HMA SHOULDER OR AGGREGATE SHOULDER SHALL BE TRENCH BACKFILL.

FOR "“PERCENT RAP’ SEE DISTRICT ONE SPECIAL PROVISIONS
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